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 APPENDIX 1- PRODUCT AND SAFETY LABELS
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SAFETY LABELS

Battery type

Rated capacity

Nominal capacity

Nominal voltage

Weight

Ambient operating
temperature (charging)

Optimum operating
temperature (discharging)

Ingress Protection

Protective class

Maximum elevation

Rechargeable Li-ion
Battery (LIFEP0  )
90Ah

3330Wh

38.4VDC

35kg

0~50°C

-20~50°C

IP65

CLASS I

3000m

BATTERY MODULE EP Cube B1-3G

13.22kWh

EP Cube PCS-EU1-7G Model

INVERTER PARAMETERS
GRID SUPPORT UTILITY INTERACTIVE INVERTER

MPPT voltage range

Maximum input current per MPPT*2

Maximum short circuit current per MPPT

90~550VDC

16A

20A

PV PARAMETERS

Nominal grid voltage

Nominal frequency

Power factor

Maximum continuous power (on-grid side)

Maximum continuous current (On-Grid side)

Maximum continuous power (AC-Boost (back-up) side)

Maximum continuous current (AC-Boost (back-up) side)

230VAC :L-N

50Hz

-0.8 to +0.8

7.6kVA

33.0A

AC PARAMETERS

Operating temperature range

Ingress protection

Protective class

Maximum elevation

-20~50°C

IP65

Class I

3000m

ENVIRONMENTAL PARAMETERS

Battery quantity

Battery type

Total energy

Voltage range

Maximum charge / discharge current

Rechargeable Li-ion Battery  (LIFEP0   )

□ 76.8V  □ 115.2V  □153.6V  □ 192V  □ 230.4V

55A

BATTERY PARAMETERS

6.66kWh 9.99kWh

16.65kWh 19.98kWh

2 3 4 5 6

Add: 27th Floor, Building 3A, 
Longgang Intelligent Park, Shenzhen, China 
Web: www.eternal-planet.com

Add: 27th Floor, Building 3A, 
Longgang Intelligent Park, Shenzhen, China
Made in China

EP CUBE PCS
EP Cube HES-EU1-706G

EP Cube HES-EU1-710G 

EP Cube HES-EU1-713G 

EP Cube HES-EU1-716G

EP Cube HES-EU1-720G

Caution, risk of danger.

Read the instructions carefully before 
performing any operation.

Only certified professionals are allowed
to install and operate.

Maintenance of the EP Cube must only
commence 5 minutes after disconnec-
tion from all external power supplies.

HOT SURFACE
To reduce the risk of
burns

DO NOT TOUCH

□ 4.6kW  □ 5kW      □ 6kW       □ 7.6kW 

20A     21.7A  26.1A    33.0A
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